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Johnson.Hardwood                   Saga Villa Series 

Manufacturer of Unique High Quality Floors                               Technical Specifications 
______________________________________________________________________________                                                        
 

                                                                                      

Saga Villa: Create you own narrative in the space of your home. The Saga Villa Series features soft-grain American Maple 
masterfully crafted and triple hand-stained for layered colors from chic light browns to trendy taupes. Each plank reaches up to 
six feet in length and has a random sawn-cut visual, adding character to your flooring. From modern homes to luxury beach 
houses, the Saga Villa Series is the perfect floor to living in sophistication & style.  
 

PRODUCT INFORMATION 

Construction:                                                         Engineered prefinished hardwood flooring with tongue and grooves 

Species:                                                                   Maple 

Grade:                                                                      Rustic (includes re-sawn effect) 

Color Choice:                                                          Please refer to Johnson’s web site for a list of flooring colors 

Wear-Layer Thickness:                                         Nominal 2.0 mm (Sliced cut) 

Overall Thickness:                                                 Nominal ½” (12.7 mm) 

Core Material (Species)                                        Varies between Birch, Poplar and Eucalyptus  

Width:                                                                      Nominal 6-½” (190.5 mm)                                                        

Length:                                                                     Random  

Style:                                                                        Contemporary 

Finish:                                                                      Aluminum oxide particulates suspended in UV cured polyurethane  

Luster:                                                                      Matte 

UV Sensitivity:                                                        Stains/Dyes can/will fade when exposed to UV light. Wood                

                                                                                  (Depending on the species) can/will lighten and/or darken when  

                                                                                  exposed to UV Light. 

 

Color Tone/Variation:                                           Moderate to High  

 

INSTALLATION:                                                      Staple, Glue or Float (above, on, or below grade) 

 

Subfloor:                                                                 Refer to installation guidelines 

 

PACKAGING 

SQ/FT Per Carton:                                                  27 

Cartons Per Pallet:                                                 45 

Pounds Per Carton:                                                45 

 

PERFORMANCE                                                     TEST METHOD                                        RESULTS 

Taber Abrasion:                                                      D4060                                                      N/A as this is a textured floor 

Species Hardness Based on NWFA Janka:        ASTM-D-143                                            Maple (1450)                                                                 

Formaldehyde:                                                                                                                         CARB Phase 2 Compliant  

 

WARRANTY 

35-YEAR LIMITED LIFETIME STRUCTURAL WARRANTY AND 35 YEAR LIMITED RESIDENTIAL FINISH WARRANTY (see warranty 

@ johnsonhardwood.com for further information). 

 

WARNING: NOT TO BE INSTALLED NEAR OPEN FLAMES OR EXCESSIVE HEAT SOURCES, OR IN FULLY FUNCTIONAL BATH 

ROOMS, WHICH CONTAIN BATH TUBS AND/OR SHOWERS.  
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